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when it does not exceed XXX pounds in 
curb weight, XXX pounds in gross vehi-
cle weight rating, and XXX square feet 
in frontal area.’’ 

(e) The manufacturer of any incom-
plete light-duty vehicle, light-duty 
truck, or heavy-duty vehicle shall no-
tify the purchaser of such vehicle of 
any curb weight, frontal area, or gross 
vehicle weight rating limitations af-
fecting the emission certificate appli-
cable to that vehicle. This notification 
shall be transmitted in a manner con-
sistent with National Highway Traffic 
Safety Administration safety notifica-
tion requirements published in 49 CFR 
part 568. 

(f) All light-duty vehicles, light-duty 
trucks, medium-duty passenger vehi-
cles, and complete heavy-duty vehicles 
shall comply with SAE Recommended 
Practices J1877 ‘‘Recommended Prac-
tice for Bar-Coded Vehicle Identifica-
tion Number Label,’’ (July 1994). SAE 
J1877 is incorporated by reference (see 
§ 86.1). 

(g) The Administrator may approve 
in advance other label content and for-
mats provided the alternative label 
contains information consistent with 
this section. 

[64 FR 23925, May 4, 1999, as amended at 65 
FR 6853, Feb. 10, 2000; 65 FR 59969, Oct. 6, 2000; 
70 FR 72928, Dec. 8, 2005] 

§ 86.1807–07 Vehicle labeling. 
Section 86.1807–07 includes text that 

specifies requirements that differ from 
those specified in § 86.1807–01. Where a 
paragraph in § 86.1807–01 is identical 
and applicable to § 86.1807–07, this may 
be indicated by specifying the cor-
responding paragraph and the state-
ment ‘‘[Reserved]. For guidance see 
§ 86.1807–01.’’. 

(a) through (g) [Reserved]. For guid-
ance see § 86.1807–01. 

(h) Vehicles powered by model year 
2007 and later diesel-fueled engines and 
other diesel vehicles certified using a 
test fuel with 15 ppm sulfur or less, 
must include permanent readily visible 
labels on the dashboard (or instrument 
panel) and near all fuel inlets that 
state ‘‘Use Ultra Low Sulfur Diesel 
Fuel Only’’ or ‘‘Ultra Low Sulfur Die-
sel Fuel Only’’. 

[66 FR 5189, Jan. 18, 2001, as amended at 70 
FR 40442, July 13, 2005] 

§ 86.1808–01 Maintenance instructions. 
(a) The manufacturer shall furnish or 

cause to be furnished to the purchaser 
of each new motor vehicle subject to 
the standards prescribed in this sub-
part, as applicable, written instruc-
tions for the proper maintenance and 
use of the vehicle, by the purchaser 
consistent with the provisions of 
§ 86.1834–01, which establishes what 
scheduled maintenance the Adminis-
trator approves as being reasonable 
and necessary. 

(1) The maintenance instructions re-
quired by this section shall be in clear, 
and to the extent practicable, nontech-
nical language. 

(2) The maintenance instructions re-
quired by this section shall contain a 
general description of the documenta-
tion which the manufacturer will re-
quire from the ultimate purchaser or 
any subsequent purchaser as evidence 
of compliance with the instructions. 

(b) Instructions provided to pur-
chasers under paragraph (a) of this sec-
tion shall specify the performance of 
all scheduled maintenance performed 
by the manufacturer on certification 
durability vehicles and, in cases where 
the manufacturer performs less main-
tenance on certification durability 
data vehicles than the allowed limit, 
may specify the performance of any 
scheduled maintenance allowed under 
§ 86.1834–01. 

(c) Scheduled emission-related main-
tenance in addition to that performed 
under § 86.1834–01 may only be rec-
ommended to offset the effects of ab-
normal in-use operating conditions, ex-
cept as provided in paragraph (d) of 
this section. The manufacturer shall be 
required to demonstrate, subject to the 
approval of the Administrator, that 
such maintenance is reasonable and 
technologically necessary to assure the 
proper functioning of the emission con-
trol system. Such additional rec-
ommended maintenance shall be clear-
ly differentiated, in a form approved by 
the Administrator, from that approved 
under § 86.1834–01. 

(d) Inspections of emission-related 
parts or systems with instructions to 
replace, repair, clean, or adjust the 
parts or systems if necessary, are not 
considered to be items of scheduled 
maintenance which insure the proper 
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